ARIES

Slotter Downlight
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Aries Slotter 103 ﬁ e
Downlight - Single ® \
[P e — F—— 12—
(b 82-82) (a@b112-112) (ab112-112)
Power 10w 15W 20W 30W
Lumen Output 650im 975im  1300Im 1950Im
Beam Angles 15° 24° 30° 156° 24° 30° 36° 60° 15° 20° 30° 36° 45°
Colour Temperature 2700K | 3000K | 4000K | 5000K 2700K | 3000K | 4000K | 5000K 2700K | 3000K | 4000K | 5000K
CRI 92+ | 97+ 92+ | 97+ 92+ | 97+

Aries Slotter
Downlight - Double

( @»>162-82) (@b 222-112) (@b 222-112)
Power 20W 30w 40W BOW
Lumen Output 1300Im 2250lm  2800Im 3900Im
Beam Angles 10° 15° 24° 36° 15° 24° 30° 36° 60° 15° 24° 30° 36° 45°
Colour Temperature 2700K | 3000K | 4000K | 5000K 2700K | 3000K | 4000K | 5000K 2700K | 3000K | 4000K | 5000K
CRI 92+ | 97+ 92+ | 97+ 92+ | 97+

Finishes

White, Black, Iron Gray [ |

IP 20 3yr Warranty

Single

General Specifications

Material | Powder Coated Aluminium

Lifetime | >50,000h L70

Colour Deviation | SDCM<3

/('?‘ Different dimming

M Excellent thermal management

Driver

Power Factor | >0.90

240V Remote PC Dimmable Driver

Dimming Type | DALI, TRIAC, 1-10V

Double

Triple

ARIES Slotter Downlight

Multiple versions embrace the concept of innovation with a

good performance, uniqueness, durability and versalitity.
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