
Waterproof Downlight
COMET

Finishes

Colour Temperature 2700K | 3000K | 4000K | 5000K

CRI 82+ | 92+

UV Textured White

Beam Angles

Lumen Output

Power

34o     90o 38o     90o 36o     90o 36o    90o 

9W

810lm

2700K | 3000K | 4000K | 5000K

82+ | 92+

15W     20W

1350lm     1800lm

Ø 144mm
(      125-135 )

Ø 103mm
(      90 )

Ø 183mm
(      160-175 )

Ø 226mm
(      200-215 )

3yr WarrantyIP 20/65 Dimmable

2700K | 3000K | 4000K | 5000K

82+ | 92+

20W     30W     40W

1800lm     3600lm

2700K | 3000K | 4000K | 5000K

82+ | 92+

2700lm     4500lm

30W     40W     50W

Recessed downlight, optional size.
Die-casting aluminum lamp body and face ring.
Reasonable inner structure, firm and reliable, easy for installation.
IP65 available
Application: Market/Exhibition Room/Bars/Shop/
Museum/Gallery/office building etc

General Specifications

Material | Powder Coated Aluminium

Colour Deviation | SDCM≤3

Different dimming

Excellent thermal management

Lifetime | >60,000h L70 Driver

Power Factor | >0.90

240V Remote PC Dimmable Driver

Dimming Type | DALI, TRIAC, 1-10V

Reflector surface finishes

Highly specular aluminium Gold
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Water resistant
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