
PLUTO Tracklight
Being elegant in appearance with built-in driver designits 
optical performance is outstanding. Mechanical perfor-
mance is good with 350o rotation and 90o tilt to adjust 
light direction flexibly.

Finishes

Colour Temperature 3000K | 4000K 

CRI 82+ | 92+ | 97+

UV Textured White

Beam Angles

Lumen Output

Power

10o     15o     24o     36o     50o 10o     15o     24o     36o     50o 15o     20o     30o     36o     45o 15o     24o     36o

7W

630lm

3000K | 4000K 

82+ | 92+ | 97+

10W     15W

900lm     1350lm

Ø 66mmØ 50mm Ø 80mm Ø 93mm

3yr WarrantyIP 20 Dimmable

3000K | 4000K 

82+ | 92+ | 97+

20W     30W

1800lm      2700lm

3000K | 4000K 

82+ | 92+ | 97+

2550lm

30W

UV Textured Black

Gold Matt Silver Black White

General Specifications

Material | Powder Coated Aluminium

Colour Deviation | SDCM≤3

Excellent thermal management

Lifetime | >60,000h L70

Driver

Dimming Type | 1-10V

Adaptor

2 Wires Single-circuit 3 Wires Single-circuit 4 Wires 3 circuits
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