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CARINA
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The Carina serie is a hybrid of elegance and flexibility, which is 
available in track or surface mounted version. It is available 
with either 9W or 23W LED module, and the deep baffle 
enables to build the LED module deeply into the fitting to 
achieve a high level of visual comfort.

The upper and lower body can be moved and angled in a very 
dynamic and fluid way, and the fitting is rotating by 360O flexible for 
multiple installation requirement. 
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Finishes

Colour Temperature 2700K | 3000K | 4000K | 5000K

CRI Ra≥90 Ra≥90 Ra≥90

General Specifications

Material | Powder Coated Aluminium

Colour Deviation | SDCM≤3

Different dimming

Excellent thermal management

Lifetime | >60,000h L70

Driver

Power Factor | >0.90

240V Remote PC Dimmable Driver

Dimming Type | DALI, TRIAC, 1-10V

Notes

- Different wattage can be provided upon request
- Customization for non-standard solutions in terms
of light source, color, length and other specifications.

Beam Angles

Lumen Output

Power

20o     30o     38o     15o     20o     38o     20o     30o     38o     

9W 23W 9W

643lm 1628lm 643lm

2700K | 3000K | 4000K | 5000K

Ra≥90

15o     20o     38o     

23W

1628lm

2700K | 3000K | 4000K | 5000K

Ø 80Ø 63

3yr WarrantyIP 20 Dimmable

2700K | 3000K | 4000K | 5000K

Surface MountTracklight

UV Textured White UV Textured Black
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